VW, Seat, Audi, Skoda
Coil pack # 19020007

This is a superb device as it has a built in ignitor for the coils, so noise is kept away
from the ECU. This needs a 5V signal from the ECU to fire it.
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It doesn't appear to control dwell so settings should be started at:

Cranking 6.0mS and Running 3.0mS



MS1 - Spark Settings need to be Spark Output Inverted “NO”

Trigger Angle = Setting + Additions
eg Fr+dh=122
Trigger Angle [Deq)

Trigger Angle addition

Mate: If req Trigger above 30
then zelect +22.5 Deg

if above 1125 select +45

Cranking Timing ITrigger Retum ;I

Cranking advance Anale [zee F1] [Deg) 10
Haold [gnition 0

Spark Output Inverted [see F1) I_ vl

EXPERIMENTAL Oddfire [ho =l

Fixed Angle [-10 = uze map] [Deq)

Trim &ngle [Deq)
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MS2 - Spark Ouput set to “Going Low(Normal)”’
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General grition

Spark mode[dizzy, EDIS wheel] I Toothed wheel

Trigger &ngle/Offzet [deq] W
Angle between main and return [deq) R0.0
Qddfire zmall angle a0

Gk HEI/DIS options IElff

I1ze cam zignal if available® IEIff

O ddfire phazing I.-’-'-.Iternate
Skip Pulzes

[gnition Input Capture IHising Edge
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